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3 Trench Layout 

ACO Technical Services – Run layouts

CAD design services
For complex projects, ACO can provide 
a custom trench drain layout using CAD 
to illustrate required positions and layouts 
of trench runs.

In order to produce a plan layout, the 
following information is required:

■  Plan of site showing elevations.

■  Existence of any depth restrictions.

■ Position and type of any plumbing 
fixtures / outlets.

■  Position of any permanent structures.

■ Liquid flow pattern and type of traffic 
(including traffic flow).

CAD layout results
Key

1  Plan view of trench run layout.

2  Direction of liquid flow.

3  Position and type of outlet.

4   Trench and grate selected.

LEGEND:

K3-X - KLASSIKDRAIN K300 SLOPED CHANNELS (1m) WITH 0.5% INTERNAL FALL
K3-0X0 - KLASSIKDRAIN K300 NEUTRAL CHANNELS (1m) WITH NO INTERNAL FALL
EC - END CAP

- FLOW DIRECTION

NOTES:

ALL CHANNELS TO BE KLASSIKDRAIN K300 V-PROFILE CHANNELS WITH GALVANISED STEEL EDGE RAIL
ALL GRATES TO BE TYPE 877Q IRON GALVANISED INTERCEPT HEELSAFE ANTI-SLIP GRATES
ALL GRATES TO BE LOCKED DOWN WITH THE QUICKLOK BOLTLESS LOCKING SYSTEM
ALL DIMENSIONS IN METRES
CHANNELS MAY HAVE TO BE CUT TO LENGTH AND BUTT JOINED ON SITE
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RUN LAYOUT PROJECT NAME:
 PROCESSING PLANT

 PREPARED FOR:
 JBD CONSTRUCTIONS

STANDARD NOTES:
1. ALL GRATED TRENCH DRAINS TO BE SUPPLIED BY ACO
2. REFER TO ACO WEBSITE FOR INSTALLATION MANUAL
3. READ IN CONJUNCTION WITH THE ENGINEERS STORMWATER 
DRAINAGE DETAILS.
4. INSTALLER TO CHECK AND VERIFY DIMENSIONS AND LOCATIONS 
ON SITE
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ACO Technical Services – Product parts and pieces

Scheduler
‘Scheduler’ is a purpose written software 
program that shows trench drain run layouts 
in plan and elevation views including the 
position of outlets and accessories.

The program also calculates the Bill of 
Materials for each run and totals all the 
runs to ensure the correct parts and pieces 
are ordered. This service is very useful for 
onsite installers.

Key

1  Elevation view of trench run.

2  Direction of liquid flow.

3  Position and type of outlet.

4   Detailed bill of materials.

5   Hyperlinks to specification information 
sheets on products drawn.

 

For simple trench drains, customers can schedule their own ACO Drain runs.

Go to www.acodrain.com.au

Scheduler – Parts Schedule
 ACO Technical Service Department

Project Details
Name: Building Entrance

Address: George Street

City: Sydney State/Region: NSW

Country: Australia

Customer Details
Name: Darren Chan

Company: ACO

Phone: 02 4747 4000

Email: dchan@acoaus.com.au

Run Details
Run Name: Loading Dock 2
Length: 22 m

ACO Product (Click Spec Info for more information)

System: PowerDrain S300K (Spec Info)
Grate: Slotted (Spec Info)

Part Number Product Description Quantity

142549 SK3-903 In-line pit - (0.5m) 2

69045 SK3-0103 Neutral channel - (0.5m) 2

69010 SK3-10 Sloped channel - (1m) 2

69009 SK3-9 Sloped channel - (1m) 2

69008 SK3-8 Sloped channel - (1m) 2

69007 SK3-7 Sloped channel - (1m) 2

69006 SK3-6 Sloped channel - (1m) 2

69005 SK3-5 Sloped channel - (1m) 2

69004 SK3-4 Sloped channel - (1m) 2

69003 SK3-3 Sloped channel - (1m) 2

69002 SK3-2 Sloped channel - (1m) 2

69001 SK3-1 Sloped channel - (1m) 2

02445 S300K Iron Slotted - (0.5m) 44

97479 300 Installation device 25

 

www.acoaus.com.au

ACO Pty Ltd
134-140 Old Bathurst Road
Emu Palins NSW 2750
Tel: +61 2 4747 4000
Email: technical@acoaus.com.au

General Notes
1. Parts Schedule correlates to the Run Design & Layout for the
'Run Name' above.

Drawn By: Darren Chan
Date: 2019-03-11 05:26
Page: 1 of 1
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Scheduler – Run Design & Layout
 ACO Technical Service Department

Run Name: Loading Dock 2 Total Length: 22 m

Project Details
Name: Building Entrance

Address: George Street

City: Sydney State/Region: NSW

Country: Australia

Customer Details
Name: Darren Chan

Company: ACO

Phone: 02 4747 4000

Email: dchan@acoaus.com.au
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Emu Palins NSW 2750
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General Notes
 
1. It is the customers responsibility to ensure that each product is fit for it's intended purpose
and that the actual conditions are suitable.
2. This run design and layout is only intended to be used as a guide. Refer to engineer's
construction drawings for further information.
3. If in doubt, seek engineering advice.

ACO Product (Click Spec Info for more information)
System: PowerDrain S300K (Spec Info)
Grate: Slotted (Spec Info)
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